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TECHNICAL SPECIFICATION
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MUCHER DICHTUNGEN GmbH & Co. KG T +49 2234 928 03-0 F +49 2234 928 03-55

D-50226 Frechen - Europaallee 43 phG: Micher Dichtungen Verwaltungs-GmbH Commerzbank Kéln IBAN: DE30370400440239059900

Amtsgericht KéIn, HRA 29973 Amtsgericht Koln, HRB 78685 BIC:  COBADEFFXXX
National-Bank Essen IBAN: DE69360200300009349987

info@muecher.com Geschaftsfuhrer: BIC: NBAGDE3E

www.muecher.com Dipl. Wi.-Ing. (TH) Michael Paeffgen USt.-IdNr.: DE 204 611299 St.-Nr.: 224 / 5814 /1703





FKM-Coupling RESISTOR
FKM-Coupling RESISTOR used in above ground chemical resistant plain ended industrial pipe systems with same diameters. The FKM-gasket allows a high chemical resistance and a thermal stability of up to +180°C.

Pipe 1 



DN/Material __________________

Pipe 2 



DN/Material __________________

Article Number 


__________________ 





____ Qty ____ Price/Unit ____ Total
Manufacturer:
MÜCHER DICHTUNGEN, D-50226 Frechen, T +49 2234 928 03-0, F -55

Pressure Tightness:

0.6 bar water / - 0.3 bar Vacuum

Jetting Resistance:

120 bar

Sealing Material:

FKM Fluororubber according to DIN ISO 1629
Stainless Steel:


AISI 304/1.4301 according to DIN EN 10088-2

Temperature Resistance:
-20°C to +180°C
Standard/Approval:

DIN EN 1629, CE18

